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LEED Product Qualification Data 
Thermal & Moisture Protection 
Flexible Membrane Flashing  07 65 00 
 
Project: Project Location:  
Project: 

 
COPPER AQUA FLASH:  Flexible Flashing meets the following criteria for  MR 4.1 : 
Composition of product:     a layer of polyester film, copper, rubberized 
                                           asphaltic compound, layer of release liner                                
 
Polyester film layer          05% Post Industrial Recycled Content 
Polyethylene film layer    10% Virgin material 
Asphaltic Compound       45% Post Industrial Recycled Content 
Asphaltic Compound       35% Virgin Material 
Polypropylene Liner          2% Post Industrial Recycled Content 
Polypropylene Liner          3% Post Consumer Recycled Content 
 
Total Post Industrial Recycled Content 52% 
Total Post Consumer Recycled Content 3% 
 
 
COPPER AQUA FLASH Flexible Flashing meets the following criteria for MR 5.1: 
If within a 500 mile radius of our plants: 
 
                      Clark/Hammerbeam Corporation 
                      Cleveland, OH 44112 
 
                       
 
COPPER AQUA FLASH Flexible Flashing meets the following criteria for MR 5.2 : 
50% of the products are recovered and manufactured within a 500 mile radius:  
 
Belmont, North Carolina 28012 
Kingston, Rhode Island  02852 
Westford, MA 01886 
Avon, OH 44011 
Cleveland, OH  44112 

 


